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NOTES: 1. ALL CONCRETE SHALL BE MINOR CONCRETE. ALL CONCRETE SHALL BE MINOR CONCRETE. 2. WIDTH AND LENGTH AS SHOWN ON PLANS, WIDTH AND LENGTH AS SHOWN ON PLANS, H = 3' MIN, 6' MAX.  3. DRAINAGE EASEMENT REQUIRED. DRAINAGE EASEMENT REQUIRED. 4. AREA SHOWN AS      SHALL BE COMPACTED AREA SHOWN AS      SHALL BE COMPACTED TO 90% RELATIVE COMPACTION PER CALTRANS STANDARD SPECIFICATIONS 19-5.03C.  5. REINFORCED BLOCK WALL AND FOOTING PERMITTED.  REINFORCED BLOCK WALL AND FOOTING PERMITTED.  6. STRUCTURAL SECTION OF ROADWAY SHALL BE DETERMINED FROM SOILS TEST AND SO INDICATED STRUCTURAL SECTION OF ROADWAY SHALL BE DETERMINED FROM SOILS TEST AND SO INDICATED ON CONSTRUCTION PLANS. (12" OF AGGREGATE BASE REQUIRED ON GRADED ROADS). 7. CONSTRUCTION OUTSIDE RIGHT OF WAY SHALL REQUIRE DRAINAGE EASEMENTS. CONSTRUCTION OUTSIDE RIGHT OF WAY SHALL REQUIRE DRAINAGE EASEMENTS. 
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